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Acciaio emergenzaAcciaio emergenza

Applications
Industrial, high-risk areas including 

explosive atmospheres, outdoors

Characteristics 
Power supply* 230VAC ± 10%, 50÷60Hz 

Mounting Wall, ceiling, suspended, 

electrified track

Recharging time 12h 

Housing Pre-galvanised sheet steel, 

powder-coated RAL 7035

End caps  Technopolymer PC+PBT

Optics Diffusing, anti-glare aluminium 

Screen High-transmission micro-

prismatic tempered glass (3mm) 

Compliance EN 60598-1, EN 60598-2-22, 

EN 1838, UNI 11222, ATEX 2014/34/EU 

(classification: II 3 G Ex nA II B T135, 

II 3 D Ex tD A22 T85

* LG230, LG24, systems consider the parameters 
of the control unit used

Appliance compliant with ATEX 

standards characterized by high 

mechanical and chemical 

resistance.

Reflector with 4 separate 

anti-glare cells and micro-

prismatic glass screen with 

high light transmission.

Easy installation with steel 

hooks, quick access to 

the wiring system.
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Dimensions mm

L B H

464 108 98.5

IP66 IK09 850° -10°C
+45°C 
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ACCESSORIES - included

ACCESSORIES - to be ordered separately

PROTECTIVE GRILLE
Dimensions 685x182x110 mm 

Order Code 3905 

LH/RH/BOTTOM EDGE MOUNTED SCREEN

Order Code 19064
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EMERGENCY STEEL

Wall Ceiling

Height (m) Centre distance (m)
ESCAPE ROUTES

Illuminated surface area (m)
LARGE AREAS

Wall Ceiling

3 - 10 - 8x8
7 - 15 - 14x14

Lighting >1lx at floor level along the centre 
line without reflections Emax/Emin <40

Lighting >0.5lx at floor level without reflections 
Emax/Emin <40

Performance with reference to luminaire Order Code 15030 400 lm Maintenance coefficient 0.8

Performance according to EN 1838

SWIVEL BRACKET
2 pieces

Order Code 20122 

Order
code

W
eq.

Description Version Autonomy
h

Flux
SE lm

Flux
SA lm

Input power
Note

DC AC

15030 24 ACC EM LED 24 CT SA SE/SA 1/1.5/2/3/8 400/300/200/150/70 220 4 W

CT luminaires can integrate optional modules for expansion to other systems: LG module code 15036 - LGFM module code 15037 - DALI module 15038

LG230
31054 24 ACCIAIO LED SE/SA LGS230 SE/SA 510 4.7 W 9.4 VA

31053 24GL ACCIAIO LED SE/SA LGS230 GL SE/SA 1800 14.8 W 19.6 VA

LG24
32055 24 ACCIAIO LED SE/SA LGS24 SE/SA 510 510 4.3 W  

32092 24GL ACCIAIO LED SE LGS24 GL SE 900/1800 8/16 W  

CT
S

CT

LG - LGFM - DALI MODULE (CT version only) 
LG - Order Code 15036 
LGFM - Order Code 15037

LGFM DALIDALI - Order Code 15038  LG




